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3030 Nano rain repellent 

Description The rain repellent window sealing Nano rain repellent provides clear view and safe driving 
at night and rain. Ideal for a quick application for all vehicle windows like windscreens, side 
and rear windows. 20 ml are sufficient for 1 vehicle. 
 

Advantages Particularly quick and easy application - streak-free and clear sight even at night and rain - 
easy cleaning of insects, ice and bird droppings - less wear of the wipers 
 

Application fields Auto repair shops 
 

Application 1. Pour the product sparingly onto a cloth and apply in sections in circular motions. 2. 
Polish with a clean dry cloth in circular movements. Note: Do not apply on hot surfaces and 
let dry for at least 1 hour. 

Technical data 

Chemical base Sol-gel solution 
Colour Transparent 
Density 0,86 g/ml 
Curing 2 h at room temperature 
Temperature resistance < 60°C 
- - 
Propellant - 
Application temperature 5°C - 25°C 
Storage temperature 10°C - 30°C 
Shelf life 18 months 
Packaging 20 ml PE bottle 
Product variants A303002001 20 ml 

Find comprehensive advice on health, safety, and environmental protection in the corresponding safety data sheets. 

This technical information leaflet is the result of careful testing and used to advise our customers. The information contained herein 
corresponds to our best knowledge. Since proper use does not lie within our influence, however, we can assume liability only for the perfect 
quality of the products we provided up to the point in time of delivery. We reserve the right to make any changes in this product information due 
to new knowledge. 

  

   

 


