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3215 Paint sealing Spray 400 ml 

Description Extra durable and universal paint sealing for paint surfaces and aluminum, chrome and 
alloy wheels with especially long-lasting beading effect. The product protects effectively 
against weathering, UV rays and against dirt deposits. Quick and easy to use. The product 
is suitable for new, refurbished and used vehicle paintwork surfaces, aluminum, chrome, 
light metal rims and smooth, non-absorbent surfaces. 
 

Advantages Creates a permanently good beading effect - protects sealed surfaces from weathering and 
UV rays - reduces brake dust build-up on rims - increases the color brilliance 
 

Application fields Auto repair shops 
 

Application 1. Shake the can before use. 2. Spray sparingly onto the surface to be protected. 3. Wipe 
with a clean, dry cloth. 

Technical data 

Chemical base Solvent-based nano-wax solution 
Colour Milky white 
Density 0,65 g/ml 
Curing 1 h at room temperature 
Durability of layer 12 - 15 months 
Consumption ca. 5 vehicles / 400 ml 
Propellant Propane/butane 
Application temperature 10°C - 25°C 
Storage temperature 5°C - 25°C 
Shelf life 24 months 
Packaging 400 ml aerosol 
Product variants A321540001 400 ml 

Find comprehensive advice on health, safety, and environmental protection in the corresponding safety data sheets. 

This technical information leaflet is the result of careful testing and used to advise our customers. The information contained herein 
corresponds to our best knowledge. Since proper use does not lie within our influence, however, we can assume liability only for the perfect 
quality of the products we provided up to the point in time of delivery. We reserve the right to make any changes in this product information due 
to new knowledge. 

  

   

 


